
The PVCu Snaplock increases the security on PVCu windows

Combines lock and handle into one unit

Takes its name from the simple operation that allows it to ‘snap’ into place and 
‘lock’ quickly and easily

No fitting jig required - the Snaplock screws into existing installations and 
supplements the locking devices that are already in place 

Can be fitted to either open in or open out windows; and can be fixed to 
reinforced and non-reinforced sections

Can also be used to upgraded security on PVCu doors

Keyed and keyless versions available

Over 100 key variations for the keyed version

Features

Keyless Snaplock

Keyed Snaplock

Window & Door 
Accessories
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Tel: +44 1922 490049 Fax: +44 1922 494420 info@erahomesecurity.com
ERA Valiant Way, Wolverhampton, West Midlands WV9 5GB United Kingdom

www.eraeverywhere.com 

Maintenance
The pivot point should be lightly lubricated twice a year and the surface 
cleaned with a soft cloth to remove any dust or grime. The product should 
be periodically adjusted and the fixings tightened to ensure a satisfactory 
operation

Packaging
PVCu Snaplock - Keyless:
Cardboard packaging with euro hooks. 1 per retail box, 10 retail boxes per 
outer box. 0.24Kg per item, 2.4Kg per outer box.

PVCu Snaplock - Keyed:
Cardboard packaging with euro hooks. 1 per retail box, 5 retail boxes per 
outer box. 0.25Kg per item, 1.25Kg per outer box.
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Keyed Window Lock
White 832 - 17

Product

Keyless Window Lock
White 830 - 17

Ordering Details

Keyed Snaplock

Keyless Snaplock

All dimensions are in mm.
ERA reserves the right to change specification without notice.

It is the responsibility of the window manufacturer to ensure that the 
finished product meets any required safety and performance specification
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